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generated turbulence and turbine wake opea b s t r a c t
The paper presents an experimental campaign developed to contribute to the current research consid-
ering the operation of Horizontal Axis Tidal Turbines within stochastic flow conditions, namely turbulent
and wake induced flows. The campaign was conducted at approximately a 1=20th-scale within a recir-
culating flume. Experiments were conducted over five differing setups, yielding a baseline low Turbu-
lence Intensity case, two high turbulence cases and two upstream device generated wake cases. The
experiments were conducted at a range of differing rotor velocities established, in a novel way, by uti-
lising both fixed speed and fixed braking torque control. The paper presents analysis of flow measure-
ments to statistically quantify the stochastic flow conditions impinging on the model-scale tidal turbine.
The power, thrust, torque and blade root bending moment of single blade were recorded and analysed
against the flow conditions generated under the five cases. The analysis showed that it may well be
possible to exploit the accelerated region around an upstream turbine to capture marginally higher
power (6% increase) from downstream turbines. Lastly, it was found that the control scheme adopted has
a significant impact on power and load fluctuations observed at differing rotor velocities.
© 2020 The Author(s). Published by Elsevier Ltd. This is an open access article under the CC BY license
(http://creativecommons.org/licenses/by/4.0/).1. Introduction
Energy extraction from the ocean’s tides has gained widespread
acceptance as a potential contributor to the UK energy mix [9]. The
EU Renewable Energy Directive has recently extended previous
commitments to stipulate that the EU community will fulfil 35% of
its energy needs via renewable sources by 2030; it is foreseen that
tidal energy extraction could go some way to helping achieve this
target [10].
In order to achieve the 20 year lifespan [14] - quoted as being
required for cost effective energy extraction - whilst reducing de-
vice over-engineering, detailed understanding of HATT operational
loads is required. Contribution to the understanding of turbine
performance and loading under realistic flow conditions, particu-
larly with respect to turbulence and wakes, is the major focus of theatthew.j.allmark@gmail.com
ier Ltd. This is an open access artic
, T. Ebdon et al., A detailed stu
ration, Renewable Energy, htpresented research.Turbulent and wake flow conditions have been
studied to within research via lab-scale testing, numerical model-
ling and large scale device data analysis. Indeed this area of
research has been studied thoroughly through over the last 15 years
[3,4,7,11e13,17,19e23].
The previous research elucidates the dynamic interaction and
influence TI and length scales have on turbine operation. To
characterize the performance of the CEMERG turbines, as dis-
cussed in this paper, the aforementioned research will be com-
plemented by further experimentation. To further investigate the
influence of turbulence on HATT operation this research supple-
ments the current research by considering the impact of utilising
differing control methodologies when operating in turbulent
flows.
The paper proceeds as follows, the next section, Section 2 pre-
sents an overview of the experimental methodology and setup. The
methodology section is followed by a two part discussion of the
obtained experimental results, the initial results section, Section 3
presents analysis and discussion of the fluid velocity measure-
ments gathered for each case. This is followed by the second resultsle under the CC BY license (http://creativecommons.org/licenses/by/4.0/).




T Total Time, s
K Wave Number, m
L x Integral Length Scale, m
T Integral Time Scale, s
Ux Mean fluid velocity, ms1
r Fluid density, kg m3
t Rotor Torque, N
c Chord Length, m
Cp Non-Dimensional Power Coefficient
CT Non-Dimensional Thrust Coefficient
Cq Non-Dimensional Torque Coefficient
CMY Bi Non-Dimensional Bending Moment Coefficient blade
i
CXY Cross-Correlation of X & Y
D Rotor Diameter, m
f Frequency, Hz
G Power Spectral Density
MY Bi Out-of-plane blade root bendingmoment blade i, Nm
N Total Number of Samples
n Sample number
R Correlation Coefficient
r Rotor Radius, m
T Thrust, N
t Time, s
t0 Time lag, s
TI Turbulence Intensity%
Ux Instantaneous fluid velocity, m s1
ux0 Fluid Velocity Fluctuating Component, ms-1
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HATT performance and loading under the various test cases with
Sections 4.1 and 4.2 present time domain statistics whereas Sec-
tions 4.3 and 4.4 detailed frequency domain analysis of the results.
Lastly, the conclusions draw from the experimental campaign are
presented in Section 5.2. Methodology
2.1. Experimental setup
To understand the effects of grid generated turbulence and
combined turbulent and wake flow regimes on HATT operation, a
series of lab-scale experiments were undertaken at the IFREMER
flume tank, Boulgne-Sur-Mer. A schematic of the IFREMER flumeFig. 1. Figures providing an overvie
2
tank is presented in Fig.1a. The flume has aworking section of 2m
4m 18m and uses two pumps to generate flow velocities between
0.1 to 2:2ms1. Flow straighteners are adopted to achieve regulated
TI of approximately 1:5% [20].
The scale model HATT was mounted in the flume, as shown in
Fig. 1b, via a 0.105 m diameter stanchion at a hub depth of 1 m. A
Laser Doppler Velocimeter (LDV) was used to measure the fluid
velocity prior to and during the experiments. The plan view sche-
matics illustrated in Fig. 2 show the 5 experimental setups utilised
to achieve a range of turbulence and wake in-flow conditions. For
all cases the inlet fluid velocity was set to 1.1 m/s.
Five test cases were developed and tested as part of the research
presented. Initially, Case 1 was undertaken - here, only the flow
straighteners were installed leading to a low TI case. Case 1 is
therefore the baseline case. Cases 2 and 3 were achieved via thew of the Experimental Setup.
Fig. 2. A series of plan view schematics of the setups for the various test cases undertaken. (a) Case 1, (b) Case 2 (c) Case 3, (d) Case 4 and (e) Case 5.
Table 1
A table detailing the operating points for which data was captured for each test set
up case.
Speed Ctrl Cases, rads1 Torque Ctrl Cases, Nm
Case 1 0.0, 2.4, 3.6, 4.9*, 6.1, 7.3 10.0, 12.5, 15.0, 17.5, 20.0
9.8*, 12.2, 14.6, 17.1*, 21:9FW
Case 2 0.0, 5.7*, 6.8, 7.9, 9.1*, 10.0, 12.5*, 15.0*, 17.5*, 18.0
10.2, 11.3*
Case 3 0.0, 5.7*, 6.8*, 7.9*, 9.1, 10.0, 12.5*, 15.0*, 17.5*, 20.0
10.2, 11.3
Case 4 0.0, 5.7*, 6.8*, 7.9*, 9.1*, 10.0, 12.5*, 14.0*, 15.0*
10.2*, 11.3*
Case 5 0.0, 5.7*, 6.8., 7.9, 9.1*, 10.0, 12.5*, 15.0*, 17.5*, 20.0
10.2, 11.3*
*repeated test case to verify repeatability. FW - Freewheeling.
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are presented in A and were based on the study undertaken in
Ref. [4]. As can be seen in Fig. 2b and c, different inflow turbulence
characteristics were developed by testing the HATT at two dis-
tances downstream of the turbulence grid, 4 m and 7.5 m for Cases
2 and 3, respectively. A further two test cases were created
combining turbulence grid and HATT wake inflow conditions.
A second turbine, of 0.5 m diameter, was installed 4 m down-
stream of the turbulence grid to generate a wake. For brevity, as no
measurements are presented from the 0.5 m HATT details of the
turbine are omitted, however a full set of details of the 0.5 m
diameter turbine can be found in Ref. [2]. The 0.9 m diameter tur-
bine was positioned 3.5 m (7 diameter) downstream of the 0.5 m
diameter turbine. For Case 4 the downstream turbine was installed
directly behind the 0.5 m diameter turbine and in Case 5 the
downstream turbine was offset in the cross stream direction by
0.5 m as seen in Fig. 2. The differing diameters of upstream and
downstream devices were utilised as these were the devices
available at the time of testing, moreover the flow data captured in
the wake of the smaller device was used to validate the computa-
tional fluid dynamics analysis detailed in Ref. [8] and therefore had
to maintain geometric similarity.
Measurements of the turbine performance were taken at a
range of operating conditions achieved utilising speed control (SC)
and torque control (SC) of the HATT. The device control was ach-
ieved by the incorporated Permanent Magnet Synchronous Ma-
chine (PMSM) housed in the device nacelle and directly coupled to
the rotor.control refers to device control where the goal of the
system is to maintain a constant set-point rotational velocity. This
was achieved via velocity feedback control loop with a proportional
integral controller, the time constant of which was set to 2.7 ms.
Torque control refers to device control where the braking torque
developed by the PMSM was maintained at a constant value -
therefore the device rotational velocity was allowed to change. This
control type was achieved via vector oriented control as detailed in
Ref. [18] with a loop execution rate of 500 ms. Within Table 1 the
speed control cases are detailed in terms of rotational velocity. The
torque control cases are detailed in terms of the torque value set by
the PMSM for the given test. Turbine data and LDV data as detailed
in the preceding sections were captured for each of the afore-
mentioned operational settings for 200 s.3
2.2. Instrumented lab-scale HATT
The lab-scale HATT, which was the focus of this study, utilised a
three bladed rotor of 0.9 m diameter. The blades are of length
385 mmwith a hub diameter of 130 mm. The blade profile is based
on aWortmann FX63-137, the chord length, twist distributions and
the design process detailed in Ref. [1]. The turbine rotor plane was
situated 434 mm from the stanchion centre.Operation of the HATT
was controlled via a PMSM integrated into the nacelle. Within the
nacelle the rotor was directly coupled to the PMSM creating a direct
drive device. The PMSM was used to extract energy from the tur-
bine rotor and operated in either speed or torque control. Control of
the PMSMwas achieved via servo control and back-to-back voltage
source converters. A control loop performing Vector Oriented
Control (VOC) was used to control the braking torsion applied and
energy extracted by the PMSM. An additional speed control loop
could also be included to vary the braking torque applied by the
PMSM to maintain a set point rotational velocity. The tests were
undertaken at a variety of average rotational speeds, achieved via
both speed control and torque control of the PMSM, detailed for-
mulations of the control strategies of the turbine can be found in
Ref. [18]. Table 2 details the turbine parameter as well as the
instrumentation recorded during the experimental campaign
Table 2
Table outlining the main design specifications and Instrumentation List for the
developed HATT.
Specification Details
Rated Flow Velocity Continuous: 1.3 ms1
Instantaneous: 1.5 ms1
Rated Power 0.6 kW
Maximum Rotational Velocity 350 RPM
Rated Torque Continuous: 41 Nm
Instantaneous: 54 Nm
Maximum Rotor Thrust 1.07 kN
Maximum Blade Root Flapwise: 129.76 Nm
Bending Moment Edgewise: 18.13 Nm
Sample Rate 200 Hz
Load Measurements





Blade root bending moment, Blade 2 (MYB2);
Rotor Thrust; Rotor Torque; Rotor Position; Rotational Velocity
Table 3
A table detailing the flow characteristics observed during pre-turbine installation
LDV measurements.
Unit
Ux RMSx Uy RMSy TIx L x Record length
ms1 ms1 ms1 ms1 % m s
Case 1 1.11 0.02 0.03 0.01 1.5 0.48 120
Case 2 1.02 0.12 0.02 0.11 11.7 0.20 1000
Case 3 1.07 0.08 0.01 0.07 7.10 0.19 1000
Case 4 0.85 0.12 0.01 0.12 13.24 0.16 400
Case 4* 0.99 0.12 0.00 0.10 11.95 0.24
Case 5 1.11 0.10 0.03 0.08 9.03 0.31 99
Case 5* 1.15 0.09 0.01 0.08 9.78 0.22
*Volumetrically Average Quantities.
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along with calibration and uncertainty details can be found in
Ref. [1].
2.3. Fluid velocity measurements
During each of the test cases the fluid velocity within the flume
was measured via a two axis LDV. The LDV system used was a 2D
DANTEC FiberFLOW, provided by IFREMER, and calibrated by the
manufacturer to ±0:001ms1. The measurement control volume
created via the coincidence of the LDV lasers was 500 mm from
the head of the device. The control volume through which a
particle must pass in order for a measurement to be made was
0:12mm 0:12mm 2:51mm ¼ 0:04mm3. The device does not
have a fixed data rate; however sufficient seeding of the flume
afforded mean and median sample rates of 160 Hz and 350 Hz in
the stream-wise direction, respectively. The re-circulating flume
was seeded with silver coated glass spheres of 10 mm in diameter.
The LDV was setup to measure the stream-wise and cross-stream
fluid velocity components. The probewas submerged to a depth of
0.5 m and mounted 1 m upstream of the turbine during the ex-
periments - this resulted in gathering flow measurements 1 m
upstream of the turbine in-line with the centre of the 0.9 m
diameter rotor.
To supplement the fluid velocity measurements taken during
the test cases a series of fluid velocity characterisation measure-
ments were undertaken prior to turbine installation for each of the
5 cases detailed in Fig. 2. The inflow for the baseline case, Case 1,
was characterised by taking a point LDVmeasurement at the centre
of eventual turbine rotor plane. The measurement was taken 4 m
downstream of the turbulence grid with the measurement volume
centred at 1m depth and 2m across the flume. The on-coming fluid
velocity in Cases 2 and 3 were characterised via LDVmeasurements
taken along the centre line of the flume. The measurements were
taken with measurement volume of the LDV set to hub depth (1 m
depth) at differing distances downstream of the turbulence gen-
eration grid. To characterize the wake flow prior to downstream
turbine installation a series of measurements were taken at in-
tervals across the flume again with the LDV measurement volume
set at the turbine hub depth and at 7 diameter downstream of
turbine 1. The results of these measurement are presented in Sec-
tion 3.4
3. Flow measurement analysis
3.1. Stream-wise mean velocity and TI
The mean stream-wise fluid velocity and TI for a time series,





The measured fluid velocity time series can be decomposed into
a mean quantity and a fluctuating quantity as follows, UxðnÞ ¼ Ux þ
ux 0. Where, Ux is the mean velocity in the stream-wise direction
and ux 0 is the instantaneous deviation from the mean flow velocity
value in the stream-wise direction. By definition, ux0 ¼ 0. The







The mean stream-wise fluid velocities and turbulence in-
tensities were calculated for each of the test cases, the results of
the calculations can be found in Tables 3 and 4. Fig. 3 shows the
mean stream-wise fluid velocities (blue) and TIs (red) calculated
using the prior flow survey data (lines) and via the LDV data
captured during the turbine experiments (points). The data
points at 3 m and 6.5 m downstream of the turbulence grid
correspond to Cases 2 and 3, respectively. The results show that
the presence of the turbine had a large impact on the mean fluid
velocity recorded during turbine testing. Clearly the flow reduces
immediately upstream of the turbine as expected with the
presence of an object in a flow. The effect of the turbine presence
had a minimal impact on the measured TI values when compared
to the flow measurements taken prior to turbine installation. Due
to these findings, for Cases 2 and 3, the prior survey results are
utilised in Section 4.1 when calculating non-dimensional per-
formance coefficients.
Fig. 4 shows the mean fluid velocity recorded in the wake of the
upstream turbine installed to achieve Cases 4 and 5. The figure
shows the results of a transect measured prior to turbine installa-
tion. Also plotted are the mean flow velocities measured during the
Case 4 and 5 experiments and the results of volumetric averaging of
the wake transect data. The procedure followed in calculating the
volumetric averages can be found in Ref. [16]. Again, due to the
effect of the turbine and the velocity gradient along the wake, the
measurements taken during the experiments show a large deficit
when compared to the prior wake survey measurements.
Table 4
A table detailing the flow characteristics observed upstream of the turbine during
the experiments.
Unit
Control Type Ux TIx L x Record length
ms1 % m s
Case 1 Speed Ctrl 1.06 2.0 0.80 130
Torque Ctrl 1.12 1.6 0.70 130
Case 2 Speed Ctrl 0.94 15.8 0.16 200
Torque Ctrl 0.93 16.0 0.15 200
Case 3 Speed Ctrl 1.02 8.0 0.24 200
Torque Ctrl 1.01 7.9 0.21 200
Case 4 Speed Ctrl 0.65 19.0 0.14 200
Torque Ctrl 0.65 19.0 0.15 200
Case 5 Speed Ctrl 1.07 9.5 0.23 200
Torque Ctrl 1.06 9.6 0.22 200
Fig. 3. Average Stream-wise Flow velocity and TI measured downstream of the Grid.
The lines show the centre line survey results recorded prior to turbine installation
whereas the points show the measure quantities as measured 1D upstream of the
installed turbine.
Fig. 4. Plots of (A) the mean stream-wise velocity, Ux , and (B) stream-wise TI for the
various fluid velocity measurements in the wake of the installed turbines for Cases 4
and 5.
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mean flow velocity compared to the given centre point mean ve-
locity for each case. As discussed by various researchers [4,19], the
volumetrically averaged flow velocities are likely to be a better
indicator of the inflow conditions experienced by the turbine. As
such, in Section 4.1 the volumetrically averaged fluid velocity es-
timates were used to calculate the non-dimensional performance
parameter. Fig. 4 shows the turbulence intensities observed using
the same data sources discussed. Case 4 shows significant deviation
between the TI recorded during the turbine experiments and those
recorded during the prior wake transects. The difference of 31 %
suggests significant turbulent dissipation between the 1 m up-
stream measurement position and the measurements taken at the
rotor position prior to installation. This is likely as the effect of the
turbine on the values of TI measured in Cases 2 and 3 was insig-
nificant. Case 5 shows some discrepancy between the prior transect
and in-situ TI values observed, approximately 5 %, suggesting
slower turbulence dissipation outside of the wake relative to the
wake centre.3.2. Integral length scale
The nature of turbulent flows can be further understood in
terms of a local length scale, again this is a property of the flow and
is related to the channel or blockage geometry associated with said5
flow. This length scale, known commonly as the Integral Length
Scale, is a measure of the largest turbulent structures within flow,
which decompose into smaller turbulent structures via non-linear
dissipation [5]. In terms of HATTs, it is has been reported that the
largest turbulent structures, as characterised by the integral length
scale, are significant in generating changes in turbine performance
and could possibly be the dominant driver of dynamic loading [4].
An estimate of the integral length scale can be developed from the
consideration of a measured fluid velocity time series at a single
point. In such a manner the integral time-scale, in seconds, can be
defined in terms of the auto correlation of a given flow velocity









The integral time scale can be multiplied by the time-averaged
fluid velocity to yield a length scale in metre, L x ¼ T ,Ux.
The calculation of the integral time scale, as defined in Equation
Fig. 6. Integral Length scale plotted against TI for each of the cases.
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any correlations related to experimental noise should be emitted
from the integral. This can be done as outlined in Ref. [4], where the
upper limit of the integral, T, is defined as the lag value observed,
t0RThresh , where the correlation function, Rðt0Þ, falls below a defined
threshold, RThresh. The value of Rthresh was set by observing themean
correlation coefficient between two fluid velocity time-series,
measured using the LDV setup discussed in Section 2.1. The two
time-series used were related to Case 1, with no Grid, and Case 2,
4 m downstream of the turbulence grid, which should be uncor-
related other than any inherent correlation between captured sig-
nals from the same measurement system. The results of this
process yielded a suitable threshold of RThresh ¼ 0:04. An estimate
of the integral length scale in metres was developed for each of the
cases tested. The results of the calculations are summarised for each
case within Tables 3 and 4
3.3. Wave number spectra
The power spectral density (PSD) of a signal, in this case the fluid
velocity measurements taken for each of the cases at a single point,
can be defined as the Fourier transform of the auto-correlation
function of a given signal, as defined in Equation (4). The PSD can
be written as in Equation (5), in-terms of Wave number, K . The
wave number is defined, using Taylor’s hypothesis, as K ¼ f
Ux
. The
application of Taylor’s hypothesis to the experimental data
captured, results in the assumption that the TI values observed in
the experiments are small enough to assume that the spatial
spectra of the turbulence can be approximated by thewave number




Rðt0Þ , eiK t,dt (5)
The PSD is useful in understanding the distribution of turbulent
energy over a range of frequencies or wave numbers. This facilitates
an understanding of a large range of turbulent structures or eddiesFig. 5. Figure showing the PSDs calculated for each of the 5 test cases. A Shows the data cap
during the experiments.
6
sizes, as characterised by their wave number, and their contribution
to the overall turbulent energy within the flow.
In general the wave number spectra observed for each case
follow the 5/3 gradient for K >10 as predicted by Kolmogorov
[15]. This suggests that in general the inertial sub-range was
captured with 5/3 gradient appearing regardless of the structure
of the energy generating mechanism [5,15,28,29]. An anomaly in
this regard were measurements taken during the pre-
characterisation of Case 5, in Fig. 5A higher energy density was
observed for K >100 causing the curve to deviate from the
aforementioned5/3 gradient. This is likely to have been a result of
having a captured too short a time series - which is was due to
timing constraints during the test campaign.tured prior to turbine installation. B shows the data captured with the turbine installed
M. Allmark, R. Ellis, T. Ebdon et al. Renewable Energy xxx (xxxx) xxx3.4. Grid generated turbulence
Behind the turbulence grid wakes are formed which interact
and generate turbulent flow. Some distance downstream of the grid
the turbulence structures interact transferring energy in some
complex way with the turbulence becoming homogeneous as a
result. The shear flow resultant from the reduced flow velocity close
to the grid is the only source of turbulent energy generation
downstream of the grid and as such the turbulent energy in the
flow tends to decay. It is generally found that the rate of energy
transfer to smaller eddies decreases inline with the turbulent en-
ergy decay - this tends to increase the size of the turbulent struc-
tures with distance downstream of the grid [5].
Fig. 6 shows that the results gathered are in agreement with the
qualitative description of grid generated turbulence given above.
The negative correlation between TI and L x suggests decreasing TI
with distance downstream of the grid coupled with growth of L x.
In this way the strategy in the test plan was to achieve two TIs and
L x combinations by positioning the turbine at the 4 m and 7.5 m
distances downstream of the grid. However, the growth in L x with
downstream position was incredibly slow, yielding similar L x
values for both cases. As such, and exacerbated by the inverse
correlation between TI and L x, the separate effects of each were
not studied within this paper.
3.5. Flow measurement summary
Tables 3 and 4 show the fluid flow quantities observed prior to
turbine installation and during the HATT experiments. Each of the
quantities was measured, or calculated, as described in the pre-
ceding sections.
4. Turbine performance analysis
4.1. Non-dimensional values
The non-dimensional analogues for the power, torque, thrust
and blade root bending moments are considered to compare the
turbine performance under the different flow conditions observed
under each of the five test cases. The non-dimensional operating
parameters are presented against Tip-Speed Ratio as defined in




















Figs. 7 and 8, show the non-dimensional parameter for the rotor7
and are plotted against tip-speed-ratio, l. Fig. 7 shows the non-
dimensional quantities for the HATT rotor for the grid only cases
compared to the no grid case for speed and torque control,
respectively. Fig. 8 shows the non-dimensional parameter for the
wake cases compared with the no grid case, again utilising speed
and torque control, respectively. In each figure the upper charts
show the mean values of the non-dimensional parameter, whereas
the lower charts show the recorded standard deviation of the non-
dimensional parameter.
In Fig. 7 the Ux quantity in Equations (7)e(9), used to calculate
the non-dimensional parameter, was taken from point measure-
ments captured at the turbine hub centre location prior to turbine
installation - as noted in Table 3. This was considered suitable as it
was assumed that the flow conditions generated by the grid had
become homogeneous at the 4.0 m and 7.5 m downstream loca-
tions. This assumption is clearly not valid for the wake cases tested
and as such volumetrically averaged values for Ux were used to
calculate the non-dimensional parameter for Cases 4 and 5, as
highlighted in Table 3.
In Fig. 7 the non-dimensional curves for the grid cases, Cases 2
and 3, are in relatively poor agreement with the initial non-
dimensional curve recorded for the no grid case, Case 1. This
would suggest that the prior assumption of homogeneous condi-
tions at the downstream distances was likely to have been erro-
neous, resulting in a discrepancy between the fluid velocity value
used to calculate the non-dimensional values via Equations (7)e(9).
This is supported by the larger error observed for the CP curves





pendencies, respectively. Similar findings were observed in Fig. 7
for the Torque control cases - again further supporting the above
findings. Good agreement between the mean non-dimensional
parameter observed can be seen comparing speed and torque
control. This agreement confirms the finding that the mean oper-
ational parameter are unaffected by the differing control strategies,
as described in Ref. [24e27]. This has previously been reported for
differing wave conditions and has now been confirmed under
turbulent operating conditions. Whilst the in-variance of non-
dimensional parameter to the two control strategies can be
demonstrated using the data captured for Cases 1, 2 and 3, the ef-
fect of TI on mean quantities is difficult to comment on given the
large discrepancy between observed non-dimensional parameter.
Intuitively, the standard deviations observed for each of the
non-dimensional parameter, in Fig. 7, were found to increase with
recorded TI, as noted in Table 3 and in agreement with the findings
of [3]. The extent of this dependency is difficult to ascertain due to
the aforementioned discrepancy in the reference flow velocity used
in calculating the non-dimensional parameter. An increase in the
observed standard deviation with TI was also found to be true for
the torque control case for Cp and CT , Fig. 7. However, whilst the two
grid cases yielded higher standard deviations in the Cq value rela-
tive to the no grid case when utilising torque control, the discrep-
ancies between the two grid cases was found to be negligible.
Furthermore, the standard deviation of Cq recorded in the torque
control cases were generally found to be an order of magnitude
smaller than those observed under speed control for the two grid
cases, yielding levels of variation in Cq comparable to Case 1 under
speed control. Comparisons of the standard deviations recorded for
CT between the speed and torque control cases, show that at l ¼ 4
(peak power) the torque control case yielded a standard deviation
approximately 64 % larger than the speed control case for Case 2.
Fig. 7. Non-Dimensional curves observed, for test Cases 1, 2 and 3. The upper charts show mean values, the lower charts show standard deviations. (A)CP vs l (B)Cq vs l (C)CT vs l
Fig. 8. Non-Dimensional curves observed, utilising speed control, for test Cases 1, 4 and 5. The upper charts show mean values, the lower charts show standard deviations. (A)CP vs
l (B)Cq vs l (C)CT vs l
M. Allmark, R. Ellis, T. Ebdon et al. Renewable Energy xxx (xxxx) xxxFor the lower TI grid case, Case 3, this increase was approximately
75 %with the no grid case yielding an increase of 87 %. Similar levels
of spread were found for CP in both the speed and torque control
cases around l ¼ 4 with the speed control case exhibiting a
marginally larger spread for the higher TI case, Case 2. However, the8
torque control strategy yielded a slightly higher variation in CP for
both the low TI grid case and the no grid case - Cases 3 and 1,
respectively.
The lowest l values achievable prior to stall were found to
increased with TI. l values of 3.51, 3.74 and 4.06 were achieved for
M. Allmark, R. Ellis, T. Ebdon et al. Renewable Energy xxx (xxxx) xxxCases 1, 3 and 2, respectively. Generally, the spread of CP and CT was
found to increase with decreasing l setting under torque control.
Under speed control a peak spread in the non-dimensional values
can be observed - however, testing at higher l values would be
required to confirm this, with the position of the peak value varying
for differing non-dimensional quantities.
In contrast to the grid only cases, Fig. 8 shows good agreement in
non-dimensional performance coefficients for all three cases
plotted, namely Cases 1, 4 and 5. This would suggest that the
volumetric averaging approach utilised was sufficient in calculating
appropriate normalising fluid velocities. Furthermore, the mean
values of the non-dimensional parameter were found to be
approximately equal under both speed and torque control, again
highlighting the stability of mean non-dimensional parameter to
the two control strategies utilised.
Similar characteristics were observed for the wake cases as the
grid cases in terms of the standard deviations recorded for each of
the non-dimensional parameter presented. The torque coefficient,
Cq, under the torque control experiments had a standard deviation,
at l ¼ 4, an order of magnitude smaller than observed for the speed
control operation for the twowake cases. Similar to the findings for
Cases 1, 2 and 3, the levels of variation in Cq when utilising torque
control were of a similar size to those observed under speed control
and no grid.
The spread in the thrust coefficient, CT , at l ¼ 4 was found to be
25 % larger under torque control rather than speed control for Case
4. This difference was increased to 50 % for Case 5 and again was
found to be approximately 86 % for Case 1. Power coefficient vari-
ations were larger for the full wake case, Case 4, when speed
control was utilised. This finding did not extended to the partial
wake case, Case 5, where similar levels of variation in CP were
observed for both control types.
Fig. 9 shows the non-dimensional coefficients, CMYB2 for the out
of plane or flap-wise blade Root Bending Moment (RBM), against l
under speed control and torque control. Within the figure the left
charts (A) relate to the grid Cases 2 and 3 compared to the no grid
case, Case 1. The right plots (B) relate to Cases 4 and 5, again pre-
sented in comparison to the no grid case, Case 1.Fig. 9. Non-Dimensional blade root bending moment coefficients, utilising speed control. Th
1, 2 and 3 (B) Cases 1, 4 and 5.
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Fig. 9 (A) shows a larger deviation of mean CMx for the grid cases
relative to the no grid case than observed in Fig. 9(B) comparing the
wake cases to the no grid case. The trend extending across Fig. 9
shows that this effect of utilising point based average fluid velocity
or utilising a volumetrically averaged fluid velocity to normalise
blade root bending moment is independent of the control strategy
adopted. As expected the shape of the CMYB2 curves plotted follows
that of the thrust coefficient plots in Figs. 7 and 8. Again, the standard
deviations observed in the lower plots are generally proportional to
the TI measured for the given case and l value. An increase in the
standard deviation of CMx was observed for the torque control cases
relative to the speed control cases, this increase ranged from 15 % to
25 %. Interestingly, this increase in the spread of values is not pro-
portional to the increase in the spread of CT values observed when
utilising torque control rather than speed control.
To further understand the nature of the variation in non-
dimensional parameter for the grid and wake cases, under the
differing control strategies, the standard deviation of l - value
against the mean operating l was considered. It was immediately
observed that, as expected, significantly larger oscillations in lwere
recorded for the torque control cases relative to the speed control
cases. The variation in l under each control type was found to be
proportional to the TI recorded for each case - however, the effect of
TI had a much greater impact on l variation under torque control.
Under the torque control cases, the variation in l was found to
decrease with increased mean l value, which is reminiscent of the
structure observed for the variation in non-dimensional parameter
for the same torque control case as presented in the lower plots
within Figs. 7 and 8. Similarly, the trend in variation of the standard
deviation of l under speed control is similar to the trend in the
standard deviation of the non-dimensional parameter presented in
Figs. 7 and 8.
Significantly, analysis of the non-dimensional operating
parameter for each of the cases for speed and torque control show
that care should be taken in measurement and calculation of the
normalising fluid velocity used in generating non-dimensional
performance coefficients. This is particularly important when
considering the mean flow velocity in grid generated and wakee upper charts show mean values, the lower charts show standard deviations. (A) Cases
M. Allmark, R. Ellis, T. Ebdon et al. Renewable Energy xxx (xxxx) xxxgenerated turbulence cases. This is significant not only for flume
testing but for large scale devices which are likely to operate in both
temporally and spatially more stochastic flow regimes.
Furthermore, the analysis found some fundamental differences
in the operation of the turbine under the differing control regimes.
Whilst similar mean values were observed for the differing cases,
the transient performance of the turbine, as quantified by the
standard deviation of the non-dimensional parameters, varies
significantly under the differing control cases. Particularly inter-
esting is the negligible effect of control strategy on the spread of
non-dimensional power coefficient, CP around peak power for all
cases, excluding Case 4, and both control types. This finding would
suggest that the rotational speed variations in the torque control
cases are similar in magnitude to the variation in torsion developed
under the speed control cases, with the variation in rotational
speed driving the variation in power produced under torque con-
trol and visa versa for speed control. It is alsoworthwhile noting the
counter intuitive finding, that despite the turbine operating in the
shear boundary of the wake of the 0.5 m diameter turbine in Case 5
(see Fig. 4 A), smaller variability in the non-dimensional parameter
was found than under Case 4, whereby the turbine was operating
predominantly in the wake.
The relative spread in thrust and torque coefficients in each of
the control cases suggests that torsional oscillations arising from
turbulent flows could be reduced by a factor of 10 for a 50 % in-
crease in thrust perturbations when adopting torque control. This
also highlights the requirement to consider control strategy when
analysing the transient nature of results arising from model-scale
flume testing.4.2. The effect of TI on the variability of measured quantities
Figs. 10 and 11 show the levels of variability in measured
quantities, as indicated by the standard deviation, against the TI
measured for each case. Fig. 10 shows the variability in Power,Fig. 10. Standard Deviation in measured operating parameters, utilising speed (Upper Charts
vs TI. Darker larger markers indicate greater rotational velocities.
10Torque and Thrust measured. Whereas, Fig. 11 shows the variability
in rotational velocity and out-of-plane blade root bending moment.
Both figures show both the measured results for speed and torque
control. Within both figures both the size and colour of the plot
markers are indicative of the rotational velocity for the given point.
Larger and darker markers illustrate greater rotational velocities.
Whilst inspection of the above dimensional figures showed that
when considering grid or wake cases in isolation the variability in
rotor quantities was proportional to TI, Figs. 10 and 11 show that
when considering all cases collectively, this notion cannot be
generalised. Partly, this is due to the definition of TI, as outlined in
Equation (2), whereby normalising the fluctuating component of a
fluid velocity time series by the mean flow clearly scales the TI in
proportion to themean flow. This can be observed in Figs.10 and 11,
where, in general, Case 4 exhibits a smaller spread in measured
rotor quantities that Case 2, despite a higher TI value being
observed for the former case.
Further to this, the Figures illustrate that TI alone may not be a
consistent indicator of the expected variability in measured quan-
tities, not only due to the definition of the quantity, but due to it not
adequately accounting for the structure of the on-coming flow. That
is TI as ameasurement does not adequately indicate the presence of
a wake induced shear layer in the flow across the swept area of the
turbine, as is the operating scenario for Case 5. Throughout Figs. 10
and 11, the variation in rotor quantities measured under Case 5 are
comparable or higher than the variations measured under Case 2,
despite the respective TI valuesmeasured of 9.78 % and 11.70 %. This
can be clearly seen in Fig. 11B where the standard deviation inMYB2
for majority of operating points was equal or higher for Case 5 in
comparison to Case 2. Such findings are in line with the findings
discussed in Refs. [4,11] where load fluctuations of up to 40% of the
time average were observed and where the requirements to un-
derstand flow structure to adequately predict loading responses
were noted.
Figs. 10 and 11 highlight the differing effects of utilising speed or) and torque control (Lower Charts), against TI. (A)sPower vs TI. (B)sTorque vs TI. (C)sThrust
Fig. 11. Standard Deviation in measured operating parameter, utilising speed (Upper Charts) and torque control (Lower Charts), against TI. (A)sRPM vs TI. (B)sMYB2 vs TI. Darker larger
markers indicate greater rotational velocities.
Fig. 12. Power Spectral Densities of the rotor power measured. A show the PSDs when Speed Control is utilised whereas the B show the PSDs when torque control was utilised.
M. Allmark, R. Ellis, T. Ebdon et al. Renewable Energy xxx (xxxx) xxxtorque control on the variability of the differing operational
parameter measured. Clearly discernible is the amplification of the
variability in thrust loading and MYB2 fluctuations when utilising
torque control. The larger variations in rotational velocity under
torque control as opposed to speed control can also be clearly
observed. Conversely and arising from the definition of the
differing control strategies, a larger variation in rotor torque can be
observed for Cases 2 to 5 when utilising speed control - this is
compared to a relatively consistent variation of approximately 0.511Nm, when utilising torque control, over all 5 Cases. Again, similar
levels of power fluctuations were observed for each control type.4.3. Power spectral density of measured quantities
The power spectral density (PSD) of the measured, power, tor-
que and rotational velocity a are presented in Figs. 12e14, respec-
tively. The PSDs are calculated via the Fourier transform of the auto-
correlation function for each of the measured quantities as detailed
Fig. 13. Power Spectral Densities of the rotor torque measured. A show the PSDs when Speed Control is utilised whereas the B show the PSDs when torque control was utilised.
Fig. 14. Power Spectral Densities of the rotor velocity measured. A show the PSDs when Speed Control is utilised whereas the B show the PSDs when torque control was utilised.
M. Allmark, R. Ellis, T. Ebdon et al. Renewable Energy xxx (xxxx) xxxwith regard to fluid velocity measurements in Section 3.3. The
figures show the PSDs of the measured quantities for each of the
cases tested at a l setting of approximately 4. The frequency axis
has been scaled by the rotational velocity of the turbine to highlight
any harmonics associated with the rotational velocity of the
turbine.
Fig. 12 shows the PSD calculated using the rotor power
measured at the lab-scale HATT for each case. The PSDs, as ex-
pected, show higher energy at lower frequencies through to lower
energy at higher frequencies - the structure of the PSDs are remi-
niscent of the fluid velocity PSDs plotted in Fig. 5 as highlighted by
the dashed f53 trace. The effect of differing levels of turbulence can
be observed in Fig.12Awhen utilising speed control. Higher TI cases12generally result in higher spectral energy across all frequencies
between 0:02< 2pfu <40. A similar result can be seen when torque
control is utilised, as shown in Fig. 12B, however torque control
yielded higher energy a lower frequencies than the speed control
counterparts. Under speed control, peaks at 3 and 6 times the
rotational frequency of the turbine are clearly apparent. The
amplitude of the 3rd harmonic of the rotational frequency was
found to be proportional to the TI measured in all cases excluding
case 5. This would suggest that the presence of a wake induced
shear layer in the flow, with the turbine rotor spanning both higher
and lower velocity regions, as in Case 5, leads to an amplification in
the 3rd harmonic amplitude relative to the more homogeneous
cases. Interestingly, this amplitudes observed in the 3rd rotational
M. Allmark, R. Ellis, T. Ebdon et al. Renewable Energy xxx (xxxx) xxxharmonic when utilising speed control was drastically reduced
when utilising torque control. This allows the increase in the
observed 3rd harmonic amplitude with TI under the torque control
strategy to be generalised to all cases. Higher frequency spikes
observed in the speed control case exhibit the spectral shape
associated with amplitude modulation and are likely to have arisen
from the interaction of the control strategy and the 10 pole pairs in
the PMSM. The effect of the poll pairs can also be observed in the
torque control test cases, manifesting as a amplitude spike at 20
times the rotational frequency of the turbine.
Fig. 13 shows the PSD calculated using the rotor torque
measured at the lab-scale HATT for each of the cases tested. Despite
being an order of magnitude smaller, the structure of the rotor
torque PSDs observed under speed control, Fig.13A, are very similar
to the power PSDs observed for speed control in Fig. 12A. However,
the PSDs observed under torque control, Fig. 13B, vary significantly
from the corresponding power PSDs presented above. A similar
structure was observed in the rotor torque PSDs for all cases under
torque control and were characterised as being relatively constant
up to 2pfu z40, other than the presence of significant amplitudes at 1
and 20 times the rotational frequency of the turbine. The low fre-
quency content was found to be up to two orders of magnitude
smaller than observed in the speed control PSDs for like cases. The
amplitude observed at the first rotational harmonic of the turbine
was neither consistent nor showed any particular trend across the
cases tested. Again, the dominant amplitude at 20 times the rota-
tional frequency of the HATT can be attributed to the small oscil-
lation in torque applied via the PMSM when each pole on the rotor
field passes a stator slot, known as cogging torque. Interestingly, no
significant shadowing or 3,u amplitudes were observed in the
torque PSDs related to torque control.
Fig. 14 shows an instance of the PSD calculated using the rota-
tional velocitymeasured for each of the cases tested. Fig.14A, which
presents the results for each case under speed control, shows
relatively minimal fluctuations across all frequency ranges other
than prominent amplitudes at 3,u and 6,u. The amplitude at 3, u
is proportional to the TI for each case, excluding Case 5 where the
amplitude is exaggerated due the asymmetrical shear flow
impacting on the turbine. Fig. 14B shows that the structure of the
fluctuations in rotational velocity observed for each case under
torque control are similar in nature to the fluid spectra observed
previously - highlighted by the dashed f53 trace. However, in
comparison to the power PSDs plotted in Fig. 12, greater deviation
from the dashed f53 trace can be observed at lower frequencies, at
the 3rd harmonic of the rotational frequency of the turbine and at
mid to higher frequencies (2pfu >6). The effect of these deviations is
to produce spectra which are essentially steeper in nature than the
dashed f53 trace developed via Kolmogorov’s theory.
The relationship between the PSDs plotted in Figs. 13 and 14
highlights the reciprocal nature of the turbine operation under
the speed and torque control regimes. Specifically, under speed
control comparably high oscillatory energy in torque can be
observed for low to mid frequencies (2pfu <10), whereas minimal
fluctuations are observed for the same frequency range when
considering the rotational velocity PSDs. The converse is true for
the torque control case. The structure of these differing PSDs gives
an insight into why the power PSDs have their respective structures
under the differing control types. Particularly clear is the source of
the significant amplitudes observed at 3,u and 6, u in the power13PSDs when utilising speed control rather than torque control. The
prominence in the 3,u and 6,u amplitudes arises as these ampli-
tudes are significant in both the torque and rotational velocity
spectra. The relative smoothing effect the torque control strategy
has on the amplitudes at 3,u and 6,u in the power PSD arises from
the smaller oscillations observed at these frequencies within the
corresponding torque and rotational velocity spectra.4.4. Spectral coherence of measured quantities
The spectral coherence between two signals is defined as the
magnitude squared cross-spectral density of the two signals nor-
malised by the product of the power spectral densities of each of
the signals. The definition of the spectral coherence is defined in
Equations (11) and (12), where rxyðtÞ is the cross-correlation
function for the two variables.
Cxyðf Þ¼
Gxyðf Þ





Spectral coherence can be used to understand dependencies
between specific quantities as they arise at differing frequencies. In
linear systems, coherence can be used to define causality between
differing input and output quantities, specifically for a single input
to output system the coherence will be equal to unity for all fre-
quencies. The coherence of rotor power and load quantities with
the in-situ fluid velocity measurements and the rotational velocity
of the turbine (inputs) has been included to help understand the
interaction of control type with the complex flow fields observed
throughout the five cases tested. The analysis of the coherence
spectra calculated was undertakenwith care as from fluid inflow to
PMSM the lab-scale HATT does not constitute a linear system, as
such the analysis was included to aid understanding but no formal
conclusions of causality maybe drawn.
Fig. 15 shows the coherence between the rotor power and fluid
velocity measured upstream of the turbine in green and the
coherence between the rotor power and rotational velocity of the
turbine in blue with the left chart (Fig. 15A) relating to speed
control and the right chart (Fig. 15B) displaying the coherence
under torque control.
Inspection of Fig. 15 shows generally poor coherence between
the power produced by the turbine rotor and the fluid velocity
measured 1 m upstream of the HATT. This was true for both speed
and torque control for all five cases. Whilst this is clearly not true of
mean power and mean fluid velocity, this lack of coherence may
show that a point measurement upstream of the turbine is not
suitable as an indicator of short term power fluctuations given the
stochastic nature of the flow field however a comprehensive test
campaign would be required to confirm this. It may also indicate a
significant change in turbulent structures from LDV measurement
position to the turbine rotor - again leading to upstream point
measurements being ineffective for prediction of short term power
oscillations. This finding is supported given the mean velocity, TI
and L x gradients observed in both the grid and turbine wake cases,
see Figs. 3 and 4. Lastly, this finding is relatively surprising under
speed control operation where the rotational velocity is
Fig. 15. Plots showing the spectral cohesion between Power and mean fluid velocity (green trace), as well as the spectral cohesion between Power and rotational velocity (blue
trace). (A) Speed Control. (B) Torque Control. (For interpretation of the references to colour in this figure legend, the reader is referred to the Web version of this article.)
Fig. 16. Plots showing the spectral cohesion between Torque and mean fluid velocity (green trace), as well as the spectral cohesion between Torque and rotational velocity (blue
trace). (A) Speed Control. (B) Torque Control. (For interpretation of the references to colour in this figure legend, the reader is referred to the Web version of this article.)
M. Allmark, R. Ellis, T. Ebdon et al. Renewable Energy xxx (xxxx) xxxapproximately constant. As such, it would be expected that most
power fluctuations were driven purely by fluid velocity fluctuations
- both in terms of power flux variations within the fluid and vari-
ations in angle of attack.
Under speed control a strong coherence was found between the
rotor power and rotational velocity of the turbine at the 3, u and 6,
u harmonics. This was coupled with a relatively strong coherence
between the two aforementioned quantities at lower frequencies.
The breath and degree of the coherence of lower frequencies ap-
pears to be proportional to the TI recorded for each case with the14coherence at the 3,u and 6,u frequencies remaining relatively
consistent across Cases 2 to 5, suggesting a weaker effect of TI on
the coherence at 3,u and 6,u. The strong coherence in terms of
rotor power and rotational velocity of the turbine at the 3,u and 6,
u harmonics observed under speed control suggests a deeper
dependence on the control of the model HATT. Upon blade passing
events it is likely that a small oscillation in rotational velocity oc-
curs as the PI controller compensates for the change in the system
operation. These oscillations yield a 2-degree dependency of the
rotor power on the rotational velocity of the turbine. Initially, there
Fig. 17. Plots showing the spectral cohesion between Thrust and mean fluid velocity (green trace), as well as the spectral cohesion between Thrust and rotational velocity (blue
trace). (A) Speed Control. (B) Torque Control. (For interpretation of the references to colour in this figure legend, the reader is referred to the Web version of this article.)
M. Allmark, R. Ellis, T. Ebdon et al. Renewable Energy xxx (xxxx) xxxis a strong direct coupling due to the definition of the power
generated via the rotor and secondly a weaker but substantial
coupling exists due to the relatively large fluctuations in angle of
attack created by rotational velocity fluctuations. This notion is
supported in Fig. 16, where under speed control there is a strong
coherence between the torque developed at the turbine rotor and
the rotational velocity of the turbine, clearly resulting from the
aforementioned oscillation in angle of attack.
Under torque control strong coherence between the rotor power
and rotational velocity was found at lower frequencies, this
coherence was significantly greater than under speed control. ThisFig. 18. Plots showing the spectral cohesion between MYB2 and mean fluid velocity (green tr
(A) Speed Control. (B) Torque Control. (For interpretation of the references to colour in thi
15strong cohesion between rotor power and rotational velocity
highlights the direct dependency of rotor power on rotational ve-
locity. The lack of cohesion observed in Fig. 16 between the rotor
torque and rotational velocity highlights the tendency of the rotor
to accelerate or decelerate to maintain a fixed rotor torque
opposing the braking torque applied by the PMSM. The rotor torque
is maintained by changes in angle of attack which vary lift out of
phasewith the fluid velocity impacting the rotor - this is clear when
considering the shape of the non-dimensional torque curves pre-
sented in Figs. 7 and 8 for the torque control cases. Again, the de-
gree and breadth of the coherence appears to be related to the TI forace), as well as the spectral cohesion between MYB2 and rotational velocity (blue trace).
s figure legend, the reader is referred to the Web version of this article.)
M. Allmark, R. Ellis, T. Ebdon et al. Renewable Energy xxx (xxxx) xxxeach case, other than Case 5. Clearly, oscillations in the rotational
velocity are driven by variations, both spatially and temporally, in
the flow impacting the turbine. However, as highlighted above, a
point measurement 1 m upstream of the turbine is not an adequate
indicator of the complex flow impacting the turbine rotor. The
relationship between the measured TI and the low frequency
cohesion discussed supports the intuitive findings described,
whereby the anomaly observed for Case 5 is likely to have arisen
from the HATT operation within the wake induced shear region as
shown in Fig. 4A.
Fig. 17 shows the coherence between the rotor thrust and fluid
velocity measured upstream of the turbine and the coherence be-
tween the rotor thrust and rotational velocity of the turbine, the
labelling convention is the same as described above for Fig. 15. The
coherence spectra shown within Fig. 17 shows limited cohesion
between rotor thrust and the fluid velocity measured 1m upstream
of the device; the largest coherence values were found between
0:2< 2pfu <0:8 which ranged from 0.6 to 0.65, these find were
consistent in amplitude with those observed in Ref. [11,12] albeit
across differing frequency ranges as dictated by the shedding fre-
quency or turbulence characteristics associated with the setup. In
terms of the coherence between measured rotor thrust and rota-
tional velocity a similar coherence structure can be observed as
seen in the coherence between the rotor power and rotational
velocity of the turbine. Again, under speed control the coherence
between the two quantities is strongest at the harmonics of the
rotational speed of the turbine; whereas under torque control the
strongest cohesion was generally observed at low frequencies. The
degree and frequency range of the strong cohesion at lower fre-
quencies under torque control is generally proportional to the TI
measured. Intuitively, this finding helps describe the larger fluc-
tuation in rotor thrust loading under torque control rather than
under speed control whereby the oscillations in rotor thrust
loading are likely to be predominately linked to changes in angle of
attack and relative fluid velocity which are in turn driven by
changes in the rotational speed of the turbine.
Lastly, Fig. 18 shows the cohesion between both the fluid ve-
locity and rotor velocity and the out-of-plane blade RBMmeasured
for blade 2. Again the same labelling convention as discussed with
reference to Fig. 15 applies. As expected a similar overall structure
of the cohesion plots can be observed relative to the cohesion plots
presented for the rotor thrust loading in 17. However, there are
some clear discrepancies, in terms of speed control the coherence
at 3,u shows greater cohesion than at 6,u which is not generally
the case when considering the thrust loading under speed control.
Under torque control both thrust and RBM cohesion plots exhibit
strong cohesion at low frequencies. However, the range of fre-
quencies over which the strong cohesion was observed is reduced
in the RBM plots creating a more peaked cohesion at lower fre-
quencies. Themore peaked cohesion at lower frequencies exposes a
consistent and relatively strong cohesion at 3,u.5. Conclusions
The paper considered the effects of differing operating scenarios
on the power output and loading characteristics observed for a lab
scale HATT. The campaign presented showed that it may well be
possible to exploit the accelerated region around an upstream
turbine to capture marginally higher power (6% increase) from16downstream turbines. It was also found that this may still be true if
the wake of the upstream turbine impacts a portion of the down-
stream rotor. It was observed that operating a HATT directly in the
wake of an upstream turbine yields a 52 % reduction inmean power
output relative to operating partially with the upstream device’s
wake. Interestingly, similar levels of oscillation for were observed in
both cases.
The results presented would suggest that TI may be a good in-
dicator of the size of rotor load fluctuations when the stream wise
velocity and TI are homogeneous. However, under the effect of a
shear layer as introduced by thewake of the upstream turbine, Case
5, TI can lead to underestimation of load fluctuations.
Analysis of data captured under set-point speed and torque
control strategies showed that under torque control a significant
reduction, up to 10 times, in rotor torque oscillations could be
observed for a 50% increase in thrust oscillations. Furthermore, the
control strategy utilised had little effect on the mean values of
power, thrust and torque developed by the turbine. The largest
increase in thrust oscillations observed when comparing torque
control to speed control was observed in the Case 5, which was
likely to have been caused by the presence of the shear layer.
Analysis of the power spectral density of the measured quan-
tities showed the relative adherence of the rotor quantities to the
turbulence spectra observed. Notable exceptions to this finding
were the PSD of the rotor torque developed under torque control
and the PSD of the rotor velocity under speed control. Here the PSD
was of the rotor torque was flattened highlighting that at this in-
ertial scale the acceleration of the turbine tended to reduce torque
fluctuations. Conversely under speed control the PSD of the rota-
tional velocity deviated from the fluid spectra observed as the
control system maintained a fixed rotational velocity.
Lastly, analysis of the spectral cohesion between measured
quantities was used to help understand the dependency between
variables. Whilst, in general the shape of the measured fluid ve-
locity PSDs followed a similar trend to the rotor quantities
measured, with the exceptions noted above, the LDV measurement
1 m upstream of the turbine showed mediocre spectral cohesion
with the measured rotor quantities. This would suggest that single
point upstream measurements maybe a poor predictor of short
term load fluctuations. Generally higher spectra cohesion of the
rotor loads where found relative to the rotor velocity - this would
suggest that changes in rotational velocity are dominant in
changing instantaneous angle of attack particularly in the torque
control case. Provided the device is operating above the stall region,
changes in angle of attack caused by changes in rotational velocity
could be significant in driving changes in the lift developed by the
each blade. These lift oscillations will be the dominant factor in
rotor loads at the specified operating conditions. Such an assertion
is based on the reasoning presented in Ref. [6] and indeed assumes
large l-values, in this regard further study is needed to refine this
conclusion.Declaration of competing interest
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d.2020.0124287467.Appendix A. Turbulence Grid Details
The turbulence generating grid utilised was constructed to the
dimensions presented in Fig. A.19 as initially presented by Ref. [4].Fig. A.19. Dimensions of the turbulence gener
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